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MANUFACTURERS NAME — PHE SHERWIN-WILLIAMS COMPANY

STREET ADDRESS 101 Prospect Avenue CITY.STATE AND ZIPCODE  Cleveland, Ohio 44101
2land, 44101

EMERGENCY TELEPHONE no. (210) 566=2917 or (216) 566-2836
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PRODUCT CLASS MAHNUFACTURERS CODE IDEMNTIFICATION r&c ¢ PLl

Clear Varnish

TRADE NAME Pearlegcent Merallic Clear - -
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. o] vy, R D B

hv sieiehs Prm mo G H =

- AR gy

2-Brhoxyethyl Acetate 70 100 1.8 2.0
Tri Cresyl Phosphate 0.61 0.10 N.A.
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— PHYSICAL DATA
BOILING RANGE (5 VAPOR DENSITY [ } HEAVIER fLIGHTER THAM AIR
FERCENT VOLATILE 73% WEHGEIHT PER a.5 1b.
BY VOLUME . GALLOM

) DATA
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DOTCATEGORY - ) e FLASH POINT L o ) o, 9 LEL
Combustible, flash above 30°F 2 Ethoxyethyl Acetate 124 F 1.8

EXTINGUISHING MEDIA

Carbon Dioxide, Dry Chemical, Alcohol Foam

UNUSUAL Fipt

MO EXPLOSIONM HAZARDS

Wr"ay spray may Water should be used to keep lire exposed containers cool.

SPECIAL FIRE FIGHTIN

Keep containers

Do not apply to
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SHOLO LIMIT VALUE SEE HAZARDOUS INGREDIENTS SECTION II
EFFECTS OF OVEREXPOSURE
In a confined avea vapors in high concentration are anesthetic. Irritant to
skin and upper respiratory system. Over- -exposure may result in lightheadedness and staggering
gait.

EMERGENCY AND FIRST AID PROCEDURES

Remove from exposure. Restore breathing. Keep warm and quiet. Tf contact
with eyes is made, flush with copious quantities of water for 15 minutes. Wash affected area
with water. Remove contaminated clothing and wash before reuse.

n Vi — REACTIVITY DATA

STABILITY [T Junsraste [ 4] swasre CONDITIONS TO AVOID ™

INCOMPATABILITY (Materials 1o avoid)

HAZARDOUS DECOMPOSITION PRODUCTS

By fire: arbon Dioxide, Carbon Monoxide, possibly oxides of Phosphorus

HAZARDOUS POLYMERIZATION [ ] mavoccur I} wiLnot occur
CONDITIONS TO AVOID

AKPROCEDURES

STEPSTO BE TAKEN IN CASE MATERIALIS RELEASED OR SPILLED

wve all sources of dignition. Ventilate and vemove with inert absorbeunt.
TEDISPOSALMETHOD  Incinerate in approved facility. Do not incinerate closed container.
Dispose in accordance with Federal, State, and Local regulations regarding pollution.

AL PROTECTION INFORMATION

RESPIRATORY PROTECTION

VENTILATION Local exhaust preferable. Mechanical (general) exhaust acceptable.
Special ventilation required to keep below TLV and LEL.

PROTECTIVE GLOVES Required for prolonged or repeated contact.
EYE PROTECTION Safety spectacles with unperforated sideshields,
OTHER PROTECTIVE EQUIPMENT

)

Section IX — SPECIAL PRECAUTIONS

g

E

PRECAUTIONS TO BE TAKENIN HANDUING AND STORING

OTHERPRECAUTIONS Keep away from heat and open flame. Avoid prolonged breathing of vapor or
spray mist. Avoid contact with skin. Do not take internally. Close container after using.
Poeoowith adequate ventilation. Keep out of the veach of children. Consult NFPA Code. Use

oved Bonding and Grounding procedures.
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